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Galassi & Ortolani Spa has been making special valves since 1937.
The range of products, comprising:
- diaphragm valves
- pinch valves
- butterfly valves
- check valves
- pneumatic actuators
- ball valves
- gate valves
- thermoplastic valves

is divided into several versions and variants and is used, in particular, in the
chemical industry, in water processing and distribution.
The experience achieved during over 75 years in the making of valves for
various-nature fluid-management plants has allowed Galassi & Ortolani to make a
name in the plant-construction market as a reference producer both at domestic
and international level.

ARTISANS OF YEAR 2000
- Uni En ISO 9001 Quality Management System Certified
- Choice of ISO certified suppliers who utilize the latest casting technologies
- Check of all incoming components so as to find and eliminate those defective
- Check of all machined products for conformance to our dimensional standards
- Hydraulic test of body valve at 110/115% of rated pressure to ensure the
best tightness
- Each valve being coated with an anti-corrosive varnish at no additional cost

CNC PROCESS
Equipment for Machining Centres and CN Lathes
- To have the utmost control possible on each component
- To allow total interchangeability of each component in case it is changed
- To ensure valve perfect stability and connection
- To reduce Torque rating

CUSTOMER HELP
- Customer’s personalized treatment, both pre-sales and after-sales
- Direct intervention by our experts on Plants upon request
- Extensive store of spare parts for immediate availability
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GATE VALVES



THE ANSWER TO PROBLEMS OF:
CORROSION, ABRASION, CLOGGING,
CONTAMINATION, VACUUM & GAS HANDLING

The most common and traditional 
type. The valves are large
to accommodate the yoke and 
stem mechanism, but fully open 
the full bore design provides an 
uninterrupted fl ow path.
Generally either used fully open 
or closed, for on/off isolation, 
and not used for modulating fl ow 
control duties.
Variants include Solid and
Flexible Wedge Gates, Double 
Disc Gates, Through Conduit
Valves, Parallel Slide Valves
and Knife Gate Valves.

DESIGN/TESTING APPLICABLE STANDARD
- API 6D, API 600  - API 6D, API 598
- ASME B16.34  - API 598
- API 602, BS 5352  - API 598, EN 12266-1
- BS 5150, BS 5152

PRODUCT FEATURES

PERFORMANCE FEATURES 

BODY & BONNET MATERIALS: 

WEDGE & SEAT RING MATERIALS:

GASKET VALVE MATERIAL

- Heavy duty OS & Y type
- Bolted bonnet, rising stem, non rising hand wheel
- Renewable seatring for Carbon Steel Valves, integral for Stainless 
Steel Valves
- Piston Lift Check Valves with spring loaded disc
- Class 150, 300, 600, 800, 900, 1500, 2500
- Size from 1/2" through 24"
- Manual lever, Manual Gear and electric operated

- Valves with most advanced deging Features provide the ultimate in 
dependable, economic fl ow control

- Surface protection for carbon steel Valves, Chlorine free prime co-
at with modifi ed alkyd resin unobjectionable in physiological and 
toxicological respects. Additional external coating: Silver Streak 
aluminium paint/varnish light blue

- ASTM A126 CLASS B 
- ASTM A216 WCB, A217 WC6, WC9, C5, C12
- ASTM A352 LCB
- ASTM A351 CF8, CF8M, CF3, CF3M
- ASTM A105
- ASTM A182 F11, F22, F5, F9, F304, F316

- ASTM A216 WCB+13% Cr. Facing, A217 WC6+Stellited, 
CA6NM+Stellited
- ASTM A216 WCB, ASTM A217 WC6, A743 CA6NM
- ASTM A217 CA15
- ASTM A276 Type 410, 304, 316
- ASTM A351 CF8, CF8M, CF3, CF3M

- Spiral Wound 304, 316 with CAF
- Graphite
- PTFE fi lled



CERTIFICATES AVAILABLE

END CONNECTIONS APPLICABLE STANDARD 

INSPECTION TESTS AVAILABLE BY

MAJOR MARKETS SERVED

OPTIONS 

G&O SERIES PNEUMATIC ACTUATORS

- EN 10204 3.1.B - EN 10204 2.2 - LP/MP TESTS - GHOST-R

- ANSI/ASME B16.5 Flanged Valves
- ANSI/ASME B16.1 Flanged Fittings 
- ANSI/ASME B1.20.1 (NPT)Pipe Threads
- ANSI/ASME B16.34 Steel Valves
- ANSI/ASME B16.11 Socketweld Fittings 
- ANSI/ASME B16.25 Buttweld Ends

- SGS GLOBAL TRADE SOLUTIONS
- ITS INTERTEK TESTING SERVICES
- BV BUREAU VERITAS

- Chemical process
- Power generation
- Water treatment

- Mining
- Pulp & Paper 
- Nuclear

- Pharmaceutical
- Food & Beverage
- Bioprocess

- Limit switches
- Solenoid valve 
- Position indicator
- Air fi lter regulator
- 3:15 PSI positioner
- 4:20mA electropneumatic positoner or 4:20mA electronic transmit-

ter of position 30°-90°angle
- Triphase AC motor

Piston type air operators line offer a great solution to a wide 
range of actuation situations. They are exclusively designed to 
G&O series butterfl y  valves and can be mounted in any position. 
These actuators are builted in aluminium and are available in 
three options:
- single effect acting - fail to close (air to open)
- single effect acting - fail to open (air to close)
- double effect acting – fail to open & fail to close
Single effect acting actuators are fi tted by an extractable han-
dwheel for security.
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Model GS70
MANUAL SHORT BODY SOFT SEATED GATE VALVESU S OR O SO S G S

 DETAILS 

1 BODY
2 WEDGE
3 STEM NUT
4 STEM
5 GASKET
6 BONNET
7 BONNET BOLT
8 O-RING
9 LOCALIZER RING
10 BONNET NUT
11 MINIPAD
12 DUST RING
13 WHEEL
14 WASHER
15 BOLT

L
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7
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 TEST PRESSURE IN BAR
 
PRESSURE RATING     Pn 10  PN 16  
 
 HYD SHELL                 15 24
SEAT       10 16
AIR SEAT                 7.0 7.0

DIMENSIONS
 DN L D H

40 140 150 260
50 150 165 270
65 170 185 283
80 180 200 311
100 190 220 352
125 200 250 435
150 210 285 485
200 230 340 520
250 250 405 635
300 270 460 745

 

   24,00 
          26,00 
          34,00 
          43,00 
          60,00 
          87,00 
        115,00 
        180,00 
        276,00 
        360,00  

WEIGHT KG
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Model GS71
MANUAL LONG BODY GATE VALVES CLASS 900-1500

 DETAILS 

1 BODY
2 BONNET
7 SEAT RING
8 WEDGE
14 STEM
15 GLAND
24 ANTI EXTRUSION RING
28 SEGMENT RING
29 SUPPORT RING
34 PRESSURE SEAL RING
35 PACKING
41 YOKE
43 YOKE SLEEVE
48 HANDWHEEL
79 RET.ST/NT/LK.NT
83 YOKE ST./NT
87 THRUST BEARING

48
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43

41

14

15

35

24

79

83
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2

8

7

1
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B
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DIMENSIONS
CLASS 900 W-L
    DN A B Ø C

50 368 520 300
65 419 595 450
80 381 665 450
100 457 760 600
125 559 885 600
150 610 1070 #
200 737 1415 #
250 838 1525 #
300 965 1610 #

DIMENSIONS
CLASS 1500 L
    DN A B Ø C 

50 368 520 300
65 419 595 450
80 470 650 600
100 546 760 #
125 673 910 #
150 705 1070 #
200 832 1475 #
250 991 1525 #
300 1130 1610 #

 

  58,00 
 86,00 

 115,00 
 171,00 
 285,00 
 440,00 
 875,00 

 1.325,00 
 2.525,00 

WEIGHT
KG 

1500 L 

  58,00 
 86,00 
 95,00 

 130,00 
 200,00 
 330,00 
 595,00 
 795,00 

 1.110,00  

WEIGHT
KG 

900 L

 TEST PRESSURE IN BAR
 
CLASS     900  1500  
 
 HYD SHELL                 230 384
SEAT/BACK SEAT       169 282
AIR SEAT                 6.9 6.9

• Bevel Gear Actuators Mandatory
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Model GS72
MANUAL LONG BODY GATE VALVES CLASS 150

 DETAILS 

1 BODY
2 BONNET
7 SEAT RING
8 WEDGE
14 STEM
15 GLAND
16 BONNET BUSH
24 PKG SUPPORT RING
35 PACKING
36 GASKET
43 YOKE SLEEVE
48 HAND WHEEL
61 STUD/NUT

24

43

14

15

35

48

16

36

61

1

8

7

2A

B

ø C
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DIMENSIONS
CLASS 150  
  DN A B Ø C  

15 108 210 100
20 117 215 100
25 127 250 150
40 165 300 200
50 178 345 200
65 190 410 200
80 203 435 250
100 229 550 250
125 254 650 300
150 267 750 300
200 292 960 450
250 330 1155 450
300 356 1390 600
350 381 1575 600
400 406 1710 750
450 432 1950 #
500 457 2225 #
600 508 2560 #
650 559 2800 #
700 610 3050 #
750 610 3130 #
800 660 3280 #
900 711 3720 #

DIMENSIONS
CLASS 300  
  DN A B Ø C 

15 140 210 100
20 152 215 100
25 165 250 150
40 190 300 200
50 216 345 200
65 241 425 250
80 282 460 250
100 305 550 300
125 381 685 450
150 403 790 450
200 419 990 450
250 457 1230 600
300 502 1475 600
350 762 1310 750
400 838 1870 #
450 914 2035 #
500 991 2220 #
600 1143 2550 #

DIMENSIONS
CLASS 600
    DN A B Ø C 

50 292 405 250
65 330 420 250
80 356 460 300
100 432 595 450
125 508 690 450
150 559 825 600
200 660 1065 600
250 787 1110 750
300 838 1770 #

 

    4,60 
 6,00 
 7,50 

 14,20 
 19,00 
 28,00 
 43,00 
 75,00 
 98,00 

 133,00 
 215,00 
 368,00 
 475,00 
 580,00 
 985,00 

 1.185,00 
 1.545,00 
 1.805,00 

WEIGHT
KG 
300

 

4,00 
4,50 

 6,20 
 11,20 
 16,50 
 25,00 
 27,00 
 43,00 
 55,00 
 78,00 

 125,00 
 190,00 
 288,00 
 315,00 
 420,00 
 650,00 
 725,00 

 1.305,00 
 1.550,00 
 1.880,00 
 2.300,00 
 2.550,00 
 3.390,00 

WEIGHT
KG 
150

 LUGGED
   30,00 

 39,00 
 51,00 
 96,00 

 135,00 
 213,00 
 355,00 
 598,00 
 825,00  

WEIGHT
KG 
600

 TEST PRESSURE IN BAR
 
CLASS  150   300       600
      
 HYD SHELL 30 77         155
SEAT  22 57         113
AIR SEAT 6,9 6,9         6,9

• Bevel Gear Actuators Mandatory
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Model GS73
LONG BODY GATE VALVES CLASS 900-1500 SE

 DETAILS 

1 BODY
2 BONNET
7 SEAT RING
8 WEDGE
14 STEM
15 GLAND
24 ANTI EXTRUSION RING
28 SEGMENT RING
29 SUPPORT RING
34 PRESSURE SEAL RING
35 PACKING
41 YOKE
43 YOKE SLEEVE
48 HANDWHEEL
79 RET.ST/NT/LK.NT
83 YOKE ST./NT
87 THRUST BEARING

48
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43

41
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DIMENSIONS
CLASS 900 Bwe
    DN A B Ø C  

50 216 520 300
65 254 595 450
80 305 665 450
100 356 760 600
125 432 885 600
150 508 1070 #
200 660 1415 #
250 787 1525 #
300 914 1610 #

DIMENSIONS
CLASS 1500 Bwe
    DN A B Ø C 

50 216 520 300
65 254 595 450
80 305 650 600
100 406 760 #
125 483 910 #
150 559 1070 #
200 711 1475 #
250 863 1525 #
300 990 1610 #

DIMENSIONS
CLASS 2500 Bwe
    DN A B Ø C 

 50 279 450 450
65 330 520 600
80 368 575 #
100 457 685 #
125 533 820 #
150 610 990 #
200 762 1350 #
250 914 1706 #
300 991 2145 #

 

 52,00 
 79,00 

 105,00 
 148,00 
 450,00 
 510,00 

 1.050,00 
 1.265,00 
 1.505,00  

WEIGHT 
KG

2500  

 40,00 
 55,00 
 76,00 

 106,00 
 190,00 
 262,00 
 558,00 
 889,00 

 1.580,00  

WEIGHT
KG 

1500

 

  40,00 
 55,00 
 65,00 
 87,00 

 140,00 
 250,00 
 415,00 
 610,00 
 860,00 

WEIGHT
KG 
900

 TEST PRESSURE IN BAR
 
CLASS  900   1500       2500
      
 HYD SHELL 230 384        647
SEAT  169 282        474
AIR SEAT 6,9 6,9         6,9

• Bevel Gear Actuators Mandatory
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Model GS74
LONG BODY GATE VALVES CLASS 600LONG BODY GATE VALVES CLASS 600

 DETAILS 

1 BODY
2 BONNET
7 SEAT RING
8 WEDGE
14 STEM
15 GLAND
16 BONNET BUSH
24 PKG SUPPORT RING
35 PACKING
36 GASKET
41 YOKE 
43 YOKE SLEEVE
48 HAND WHEEL
61 ST/NT BODY TO BON
87 THRUST BEARING

61
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43

48

41
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36
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B

ø C



185

DIMENSIONS
CLASS 150    
DN A B Ø C  

15 108 210 100
20 117 215 100
25 127 250 150
40 165 300 200
50 178 345 200
65 190 410 200
80 203 435 250
100 229 550 250
125 254 650 300
150 267 750 300
200 292 960 450
250 330 1155 450
300 356 1390 600
350 381 1575 600
400 406 1710 750
450 432 1950 #
500 457 2225 #
600 508 2560 #
650 559 2800 #
700 610 3050 #
750 610 3130 #
800 660 3280 #
900 711 3720 #

DIMENSIONS
CLASS 300  
  DN A B Ø C 

15 140 210 100
20 152 215 100
25 165 250 150
40 190 300 200
50 216 345 200
65 241 425 250
80 282 460 250
100 305 550 300
125 381 685 450
150 403 790 450
200 419 990 450
250 457 1230 600
300 502 1475 600
350 762 1310 750
400 838 1870 #
450 914 2035 #
500 991 2220 #
600 1143 2550 #

DIMENSIONS
CLASS 600  
  DN A B Ø C 

50 292 405 250
65 330 420 250
80 356 460 300
100 432 595 450
125 508 690 450
150 559 825 600
200 660 1065 600
250 787 1110 750
300 838 1770 #

 

 30,00 
 39,00 
 51,00 
 96,00 

 135,00 
 213,00 
 355,00 
 598,00 
 825,00 

WEIGHT
KG 
600

 

 4,60 
 6,00 
 7,50 

 14,20 
 19,00 
 28,00 
 43,00 
 75,00 
 98,00 

 133,00 
 215,00 
 368,00 
 475,00 
 580,00 
 985,00 

 1.185,00 
 1.545,00 
 1.805,00 

WEIGHT
KG 
300

 

 4,00 
 4,50 
 6,20 

 11,20 
 16,50 
 25,00 
 27,00 
 43,00 
 55,00 
 78,00 

 125,00 
 190,00 
 288,00 
 315,00 
 420,00 
 650,00 
 725,00 

 1.305,00 
 1.550,00 
 1.880,00 
 2.300,00 
 2.550,00 
 3.390,00 

WEIGHT
KG 
150 

 TEST PRESSURE IN BAR
 
CLASS  150   300       600
      
 HYD SHELL 30 77         155
SEAT  22 57         113
AIR SEAT 6,9 6,9         6,9

• Bevel Gear Actuators Mandatory
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Galassi & Ortolani Spa has been making special valves since 1937.
The range of products, comprising:
- diaphragm valves
- pinch valves
- butterfly valves
- check valves
- pneumatic actuators
- ball valves
- gate valves
- thermoplastic valves

is divided into several versions and variants and is used, in particular, in the
chemical industry, in water processing and distribution.
The experience achieved during over 75 years in the making of valves for
various-nature fluid-management plants has allowed Galassi & Ortolani to make a
name in the plant-construction market as a reference producer both at domestic
and international level.

ARTISANS OF YEAR 2000
- Uni En ISO 9001 Quality Management System Certified
- Choice of ISO certified suppliers who utilize the latest casting technologies
- Check of all incoming components so as to find and eliminate those defective
- Check of all machined products for conformance to our dimensional standards
- Hydraulic test of body valve at 110/115% of rated pressure to ensure the
best tightness
- Each valve being coated with an anti-corrosive varnish at no additional cost

CNC PROCESS
Equipment for Machining Centres and CN Lathes
- To have the utmost control possible on each component
- To allow total interchangeability of each component in case it is changed
- To ensure valve perfect stability and connection
- To reduce Torque rating

CUSTOMER HELP
- Customer’s personalized treatment, both pre-sales and after-sales
- Direct intervention by our experts on Plants upon request
- Extensive store of spare parts for immediate availability
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